Technical data sheet

Product features

CPT-74G Pasta cooker gas

- Basin volume[l]: 13

Drain type: On the front panel
- Drain: Yes

Safety drain: Yes
- Material: AISI 304 cladding
- Protection of controls: IPX5

Number of baskets: 0

- Ignition: Piezo + Eternal Flame

SAP Code 00010479 Power gas [kW] 6.000

q Natural gas,
Net Width [mm] 400 Type of gas propane butane
Net Depth [mm] 700 Basin volume [l] 13
Net Height [mm] 280 Number of baskets 0

Net Weight [kg] 38.00
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Technical drawing

CPT-74G Pasta cooker gas
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Product benefits

CPT-74G Pasta cooker gas

Celonerezova vana

1 dlouha Zivotnost

odolnost materiélu z nerezové oceli AlSI 304
materiél nerezne

- Uspory na servisnich zésazich
- snadna a rychlejsi obsluha

Stupen kryti ovladacich prvki IPX5
2 bezidrzbovy systém

odolnost proti strikajici vodé

dlouha Zivotnost

- Uspory na servisnich zasazich
- snadné cisténi zafizeni

mikrospinac zabranujici chodu zafizeni pfi absenci
vody ve vané

3 Mikrospinac

- zabranuje zniceni zafizeni prehfatim

Bezpecnostni prvek - termoélanek

4 bezpecna obsluha pro personal
nedochéazi ke zbyte¢nému Gniku plynu
dlouha Zivotnost

- Uspory na servisnich zasazich

- snadna a rychlejsi obsluha

tel.: +42
e-mail: rmgastr
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Technical parameters

CPT-74G Pasta cooker gas

1. SAP Code:
00010479

00010479

15.

Device color:
Stainless steel

2, Article group:
Pasta cookers

16.

Material:
AISI 304 cladding

- AISI 304 oplastént

3. Net Width [mm]:

17.

Worktop type:

400 Molded - comfortable cleaning maintenance
4. Net Depth [mm]: 18. Worktop material:

700 AlISI 304
5. Net Height [mm]: 19. Worktop Thickness [mm]:

280 2.00
6. Net Weight [kg]: 20. Surface finish:

38.00

polished stainless steel

7. Gross depth [mm]: 21. Basin volume [l]:
705 13

8. Gross Weight [kg]: 22. Basin dimensions [mm x mm x mm]:
38.00 31x33,5x18

9. Device type: 23. Service accessibility:

Gas unit Trough the frontal panel

10. Construction type of device: 24, Safety thermostat:
Table top Yes

11. Power gas [kW]: 25. Number of baskets:
6.000 0

12. Ignition: 26. Number of basins:
Piezo + Eternal Flame 1

13. Type of gas: 27. Basin material:

Natural gas, propane butane

AISI 316 - Stainless steel highly resistant to salt water

14. Protection of controls:
[PX5
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28.

Drain type:
On the front panel
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Technical parameters

CPT-74G Pasta cooker gas

29. Drain:
Yes

30. Safety drain:
Yes
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00010479

31. Heating location:
Under the bottom of the bathtub
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